
EMPLOYEE TRAINING RECORD

TRAINING TITLE Operating Drag Unit - Operation and Maintenance

KEY TEACHING POINTS

• Perform daily preventive maintenance checks and inspections.  Document.
• Follow traffic control procedures immediately upon arrival at site.  Chock truck tires.
• Throw out hoses so that they cross the flow of traffic to the hydrant.
• Place hoseboards where traffic crosses hoses.
• Back truck up to manhole so that it is aligned with the proper cable reel.
• Turn PTO switch on to engage cable.
• Turn on water at fire hydrant.

• Do not stand in front of hydrant cap when removing it.
• Hook hose up to hydrant securely.  Make sure there are no kinks in the hose.

• Connect chute to cable using clevis.
• Turn water pressure on until there is an adequate head of water.
• Run chute down line with adequate speed to clean solids out of line.
• Shovel sand and debris out of next manhole.
• Pull brush through line.
• Pick up equipment and follow reverse procedure to exit.

TEST

QUESTION
ANSWERS

TRUE FALSE

1.  The cap from a fire hydrant can fly off and hit you so stand to the side when
removing.

2.  Set up traffic controls as soon as you get to the worksite.

3.  Trucks do not need to be inspected daily.

4.  Perform preventive maintenance checks and services daily.

5.  It is not necessary to document preventive maintenance checks and
services.

EMPLOYEE’S NAME EMPLOYEE’S SIGNATURE DATE

INSTRUCTOR’S NAME INSTRUCTOR’S SIGNATURE DATE

1.  True 2. True 3.  False 4.  True 5.  False


